DCU-3 Digital Antenna 
Rotator Controller 
With Programmable Memory 
For the 
HAM-IV and T-2X 


irmware version 


hy-gain 


308 Industrial Park Road 
Starkville, MS 39759 USA 


DCU-3 Digital Antenna Rotator Controller 


Table of Contents 


PEE AWA TIS oc so ates catalase gee ie ed ee 3 
DCU-3 Digital Antenna Rotator Controller ......... eee eeeeeessneceeeessceeeeesnneeeceeesssaceesesseeeeesssaeeseeses 4 
DCU=3 Digital Control. Unit Speci ations s sisadsececscuad es ais cacapsea d ateedsac Gieded A stead aes 4 
Wns ta ation a tevectee sees tetituescon dye A ceseuy tbe ales of us tae hd ee ad sa ae She ae Ae 2d iy ela Say ane 5 
IR OtatOn: PreCAULIONS aac teens oe an oe aeein on Sec nas Sen es 5 
Wacing and: © Hee k= Orb ss saa a tees ae si eee ede eset 6 
Operation of DCU=3 Comtroller sc sisecasicccccisseastas scasgeseseaeaca sy easseanccaggns svcasacaagcasseaseaivaea sidagdeisyaasaeane 9 
IVT TUT SUA EAGT sc ca cf votece cmt ac ceded a cast etstdl ts eid td ends ate aed edhe enc c lated ad Oincad eteatla a 120 2 
Whe Us LOA es caret ocean gaacunabs alain: See cee aitdeddan bi Sie Gia lace Ob geed oaadlata Catena bietiale Sarena Siol eebiaes 9 
Wien. Details (as osevic.c Reais Oe hc A Oc ea Os cae Se ed On Re ie Bae 10 

Dy Leama CCEA IO TA tas eesti age sacle Pane cente Soe ced ale sao ts eset wants orden clases Sasegeb iain ctoteieedaaialas 11 
MANUAL ROTATION 5 yi.cssdcecdespaissciaaactca snatsai soaistes suaisees tenets tvatseaamaseessnaveamaaaeaaians 11 
LEAT) EIN GSE To i bcc cagraeces ahaa ao taylcatcageaeteg sal eaeepuae aan aeaeegemmaetesnaus atone macs ae 11 
DEE MOR Y>'S TOR AGE as occ ecaclsa nn catrcun Oia tay od snes Salonen Sage eey Opadcen Saas vack ooedaaen oancumeabgamuaanbent 11 
Computer Operationiiccs 2nd dacenticeliaie ele eile ede eee Gad ached ae eae 11 

Be 2 oasis ia ase Sega de Stas Sete pte cake dn Leet putt sabe haa wast he ats cel dese aaa lateeh Tela 11 
IS aia clive eget ances Saeed eine eG eng UG ine dete eee GG Aden 11 
soltware Control 4.2034 ceeniik a henge ARN BK aA nee een 12 
INIT IN SS agate nc aged dae sa lag, au vente fue anc alee ved aad dood fad te ales satala t 13 
POU IOS GOUIE ss 5 o2sibe 3 ences. Gta ben cbse eanedeeceek oleae Obese ehecingodncred Gaeece egies Slate nese. ceckaaeeeeess 14 
WV AGI SE hg Sg La Sete SI aS ai ld 14 
PRIMO Nd NIG EIO IG assccat A seiee haar Naess A tasat Ars hathe Besta Got cath dsrcs Maar h lacie tats hak attacs 14 
Lackiot POWe? 2isckeaewie Suet he Missed Saisie eee eA edges 14 
Checking the:@ ontrol Unit Voltages scccscac sects caeae chs sas goehdategs oid sagane ai steagehs anccunastecnhibassexia acd: 16 
Checking the Rotator Resistances s...4.422 oti seicn iii vie ie ane ele eae 16 

PG adine NN OUGS 5 cocsesvaien sens chs capyaun sad ysis cahyeles ad ycansaceepaoenad pxannadaeaded lpaau tans vadon aay ageaaaieann cas pac Ly 
HOW 10GiSE BACtOR Ve S Cr VICS etc o35 ss banca ta gie Moneys baasede wustaceebbusselwanet bent onasete ya neaeaaeeeeoteaeniaenaanaceaeaeas 22 
Figure |, Front Panel. Figure 2, ~ Back Panel: icacsnidovicans veces eee eee 4 
Picure.5: Control Cable< onnector AtlacQime mt 10k. ad: cersasbabhesaetasasenelsi ann deedesessidandestedi dy oentd sande 6 
Pioure 4: GD Display sctcrtys a eacccstaeotins Aeanaso eects eases aac nea eceneeoats hanna aie eae aee 7 
Pisure 9. RS-252 Wiring Grades a2 shoe, 5 oh ada hs oad oi cis vadaceks aa coche ey aaciscds Neaseehistall cass ode Pladeaiasacs 12 
Pitre @: (OnmnanG: Sb estis arent lel yess Sead deca eck cata een deh, sed ca le taste neal cu siead Sead saa ied 13 
Figure 7. DCU-3 Block Diagram gy .s6cc39c.soctdpesiued ec cenye bende cd edad ac ed eadiede ad ede 17 
Fisure 3. 1.DCU-3. Main PCB Schematite. 4.60244. eG Reka eek 18 
Fisure?: R-DCU-3:Main- PCB Schematic 2. ..2c.03 205 ts2 totes enue ae needs een eee 19 
Table 1 Wire Color List 6 
Table 2 Recommended Cables 7 
Table 3 Wire Size 7 
Table 4 Trouble Shooting Suggestions 15 
Table 5 Voltage Readings 16 
Table 6 Rotator Resistance Readings 17 
Table 7 Chassis Parts 20 
Table 8 Printed Circuit Board Parts 21 


Version 2 


DCU-3 Digital Antenna Rotator Controller 


Precautions 


Towers and antennas require caution 
during erection and placement! Extreme 
care must be taken during erection so 
that metal tower and antenna parts DO 
NOT contact power lines, even if the 
parts slip, rotate, retract, fall or fracture! 


Antenna position mechanisms (towers 
and rotators) must be placed so that if 
they fail, the parts of the antenna system 
cannot contact power lines, be a hazard 
to individuals, or endanger property. 


The DCU-3 Control Unit is not weatherproof and 
must be located in a house or other protected 
location. Connect a ground wire to the terminal on 
the back of the DCU-3. 


Metal towers must be grounded properly 
at the tower location before the tower is 
erected. This is to minimize electrical 
hazard and reduces the possibility of 
lightning damage. DO NOT bury bare 
aluminum wires or stakes in the ground. 
Use copper or copper-clad ground 
stakes. The service entrance ground 
should be checked. The household 
electrical outlet should be the 3-prong 
type (grounded back to the service 
entrance). Follow all local building codes 
and the NFPA National Electric Codes 
for grounding. 


The DCU-3 has been carefully designed and 
manufactured to give many years of trouble-free 
service when carefully and professionally installed. 
It consists of the strongest and best commercially 
available components. This product is 
manufactured in the U.S.A. 
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DCU-3 Digital Antenna Rotator Controller 


The DCU-3 digital control unit features a 
Large LCD display indicating the beam 
heading, manual and computer controlled 
beam heading selection, manual rotation 
controls and 6 heading memory storage 
positions. Settings in memory include brake 
delay, rotator coast control, North and 
South center headings, adjustable sleep 
time, and call sign display. 


Your existing rotator unit (HAM IV, T2X, or 
compatible) must be connected to the control 
unit with an 8-wire cable. You may use your 
existing cable, you may assemble your own 
cable from the information supplied in this 
manual, or you may purchase pre-assembled. 


DCU-3 Digital Control Unit Specifications: 


Size 4.125” x 8.5” x 9” 
Weight 6.25 Ibs. (2.84 Kg) 


Voltage 120VAC or 240VAC (optional DCU-3X) 
Brake Delay 0-8 seconds DEFAULT 3 
Coast Delay 0-10 seconds DEFAULT 0 
Sleep Delay 1-240 minutes or continuous ON DEFAULT 20 
Heading Memories 6 
ANTENNA HEADING huy-qain. 
ome] |cme) 


LEFT ROTATE RIGHT 


hy-gqain, DCU-3 
tic Rotator Controller 


Programmable Automat POWER 


Programmable Automatic Antenna Rotator Controller 


Figure 1 Front Panel 


Front Panel Controls 


POWER Power ON/OFF 

LEFT Manually rotate left/CCW 
RIGHT Manually rotate right/CW 
HEADING SET/MENU Set the locally 


controlled antenna heading or _ bearing. 
Pushing in the “HEADING SET” selects any 
menu or the menu function selected or 
executes the menu function. 

ROTATE Instructs the controller to 
rotate the antenna to the locally set heading. 
M1-M6 Memory storage buttons. 


FUSE 
2 AMP 250V AGC-3 
x @ 
RoHS ae 
© 


ROTATOR OUTPUT 
POWER 


Figure 2. Back Panel 


Back Panel Connections 


RS-232 INPUT Input COM Port 
GROUND Chassis ground 
RS-232 OUTPUT —_ Output loop through 
FUSE Protective fuse 

USB USB COM Port 
ROTATOR OUT Rotator connections 
POWER 120 VAC Input 


(240V AC Input optional) 
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Installation 


Rotator Precautions 


1. 


Unbalanced weight: Weight should be as 
closely balanced as possible. 
Unbalanced weight in an antenna creates 
a bending moment of force which is 
concentrated on the mast at the point 
where it is clamped to the rotator. 


Wind Pressure: Balanced wind pressure 
against the antenna system produces a 
bending force on the mast which can 
cause the same stresses as unbalanced 
weight. To minimize these forces, a 
thrust bearing should be used where 
possible, the antenna should be as close 
to the top of the tower as possible and 
the rotator shelf should be as low as 
possible 


Unbalanced Wind: If the antenna has 
unequal wind areas and element spacing 
on each side of the mast attachment 
point, it could produce torque on the 
support mast. This is similar to the 
principle of a weather vane. If the 
unbalance is high enough or the wind 


velocity is high enough, this could 
prevent rotation or could damage the 
limit switches. To minimize this effect, 
the antenna should be designed for 
minimum mast torque or "torque 
compensators" added to _ produce 
minimum mast torque. 


4. Mast Binding: If the antenna support 
mast binds within the tower due to ice 
accumulation or other reasons, this could 
prevent rotation 


5. Extreme Cold: If the ambient 
temperature is at or below -30 degrees F, 
this could prevent rotation. Older HAM- 
M, II, I or IV and older T2X units may 
be sluggish at temperatures less than 0 
degrees F. 


The DCU-3 checks for rotator movement 
upon giving the command to rotate and if no 
movement is detected within 8 seconds, it 
will stop trying to rotate. If no movement is 
detected the display will flash MOTOR 
above the main heading display. 
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Wiring and Check-Out 


1. Write down the colors of the wires 
attached to your existing rotator control 


unit: 


CAUTION: 


Terminal Color 


The new connector is numbered 1 


differently than the terminal strip. 
close attention to the pin numbers! 
may wish to check your wiring 


measuring the rotator resistances as 
shown in Table 6 Rotator Resistance 


Readings. 


Pay 
You 


by 


2. Disconnect the wires from your existing 
control unit. Attach these to the 8-pin 
connector to the same numbered pins. 


3. If this is a new installation, assemble the 
rotator cable as shown in Figure 3, or 


purchase a pre-assembled cable. 


oOo; ny DA) NI BI WwW] WY 


Table 1 Wire Color List 


Temporarily attach the mounting screws 


to the bottom of the rotor unit. These 
will be used to support the rotator during 


bench-testing. 


9 PIN CONNECTOR 
FOR ROTATOR END 


OF CONTROL CABLE 


(OLS) 
‘O©O: 
90@ 


(WIRE SIDE VIEW) 
.250" 


BLACK PIN# 
WHITE PIN2 
GREEN PIN2 
BLUE PIN 4 
ORANGE PIN 5 


YELLOW PING 
BROWN PIN7 
RED PINS 


1.50" 


8 PIN CONNECTOR 
FOR CONTROL CONSOLE 
END OF CONTROL CABLE 


(SOLDER SIDE VIEW) 


.375" 
1.25" 
BLACK PIN1 
WHITE = PIN2 
GREEN PINS 
BLUE PIN 4 
ORANGE PIN5 


YELLOW PING 
BROWN PIN7 


RED PINS 
CONTROL CABLE 


BELDEN 8448 
BELDEN $405 
{EWC #3612 


Figure 3 Control Cable Connector Attachment 
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CAUTION: 


NOTE: 


Shorts between terminals or grounded 
leads may damage the rotator. Check the 
numbered pins on each connector with 
an Ohmmeter! Pin 1 is connected to pin 
1, etc. 


The specifications call for heavier gauge 
wire in two locations. Leads #1 and #2 
must be heavier gauge and less total 
lead resistance 


Belden 8448 


Belden 9405 
IEWC #8612 


Table 2 Recommended Cables 


5. With the rotator sitting in the upright 
position (either on the bench or on the 
tower) and connected to the control unit 
by the 8-wire cable, plug the control unit 
power cord into a receptacle and turn it 
on. 


6. The DCU-3 display should look similar 
to the display shown in Figure 4. The 
numeric display in the center indicates 
the current bearing of your rotator. The 
numeric display in the lower right corner 
indicates the target bearing that is 
manually set. The numeric display in the 
lower left indicates target bearing that is 
computer set. The character display in 
the upper right corner indicates the 
compass heading in “NESW” format. 
The alphanumeric display in the upper 
left corner is where the call sign is 
displayed if programmed. If the center 
display reads a steady "999", disconnect 
your control cable and check the cable 
wiring with an ohmmeter. See the 
section "Checking the Rotator 
Resistances from the Ground". Proceed 
if the cable checks OK. 999 also 
indicates that the cable may not be not 
plugged in or the right stop has not been 
set. 


Maximum piece & Gauge for 
Length 3 Terminals 3-8 
125’ (38 M) #18 (1.19 mm) | #20 (0.97 mm) 
200’ (61 M) #16 (1.42 mm) | #18 (1.19 mm) 
300’ (91 M) #14 (1.75 mm) | #16 (1.42 mm) 


Table 3 Wire Size 


Figure 4 LCD Display 
NOTE: 


MOTOR is displayed when there is no 
indication of rotator movement and 
CABLE also indicates a cable problem. 


7. If the current bearing display shows a 
number between "000" and "359", then 
proceed. Twist the HEADING SET 
knob. The LOCAL HEADING display 
should change. Using the knob, select a 
target bearing at least 30 degrees from 
the current bearing. Push the 
“ROTATE" button. The brake in the 
rotator should release, the rotator will 
turn a few degrees in the opposite 
direction, reverse direction, and then 
turn to the target bearing. The rotator 
should turn to the heading plus or minus 
2 or 3 degrees. The brake solenoid will 
"hum" for 3 seconds or what the menu 
brake setting was set to if changed, then 
the brake will engage. During rotation 
the display will show the actual heading 
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as it turns. If operation does not work as 
described, immediately unplug the unit 
from the AC line and check cable 
wiring! 

. You may wish to repeat step 6 to 
confirm operation over a wide range of 
bearings. If the operation is consistent, 
proceed to the next step. 


9. Calibrate the rotation stops of the DCU- 


3 


a. Rotate to the left manually by 
pressing the LEFT button until 
the rotator reaches the left 
mechanical stop then release. 


b. Press and hold the MENU button 
until the menu is displayed. 


c. Turn the Heading Set knob if 
necessary to select 
“4.CALIBRATE” then press the 
Heading set knob in to select the 
function. 


d. Turn the knob to select “13 
LEFT STOP SOUTH” then press 
the Heading Set knob in to select. 
You may see the display change 
to 181 or 182 and the display will 
say LEFT STOP. 


10. 


e. Next rotate the rotator to the right 
mechanical stop using the RIGHT 
button. The display may display the 
antenna heading of “999” when 
initially rotation to the right stop. 
This is OK as long as the left stop 
did not also display the antenna 
heading of “999”. 


f. Press and hold the MENU button 
untill the menu is displayed. 


g. Turn the Heading Set knob if 
necessary to select “1.CALIBRATE” 
then press the Heading set knob in to 
select the function. 


h. Turn the knob to _ select 
“2. RIGHT STOP SOUTH” then 
press the Heading Set knob in to 
select. You may see the display 
change to 179 or 180 and the display 
will say RIGHT STOP. 


If this is a new installation, rotate the 
system to the center of rotation. You are 
now ready to install the rotator system in 
your tower or on your mast. Refer to the 
instructions in your rotator manual for 
complete installation information. 
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Operation of DCU-3 Controller 


Menu Functions 


Menu Items 
1. CALIBRATE 
a. 1. LEFT STOP SOUTH 
b. 2. RIGHT STOP SOUTH 
2. OFFSET 
a. Encoder sets the offset from the original setup. Dial in the amount and press the 
encoder to select the change 
b. 0 to 360 degrees 
3. CALLSIGN 
a. Turn the encoder to display the character then press the encoder to select and 
advance to the next character. Press a second time to save the call sign. 
4. DEFAULTS 
a. Resets back to original settings. Select YES or NO to reset. 
b. All memory settings are retained till it is set back to Default. 
5. BRAKE DELAY 
a. Default is 3 seconds 
b. Turn the encoder for 0 to 8 seconds in 0.1 second steps. 
6. NORTHSTOP 
a. Default is NO 
b. Use the encoder to select YES or NO then press the encoder. 
7. SLEEP DELAY 
a. Default is 10 minutes 
b. Set 1 to 255 minutes or 0 for always on. 
8. COAST SET 
a. Default 0 
b. Sets the heading that will turn off the motor before it reaches the heading so it will 
coast to that heading. 0 to 10 degrees. Use this in conjunction with the Brake 
Delay. 
9. REVERSE LCD 


a. Default is NORMAL where the characters are light and the background is 
blue/dark. 
b. REVERSE is blue/dark characters and light background. 


10. CONTRAST 


a. Set for best contrast. Range is 1 to 32 with a setting around 20 to 25 for normal 
contrast. (added 3-5-14) 
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Menu Details 


OFFSET is used to compensate for any 
mechanical errors that may be in the antenna 
heading. For example: if the antenna is set to 
360 degrees and it is found to be actually 
pointing at 355 degrees, the OFFSET can be 
set to compensate for this error. 


BRAKE DELAY has a default of 3 seconds 
.For antennas that have a large mass adjust it 
to allow the antenna to quit moving before 
the brake engages. 


COAST SET is used to compensate for 
overshoot of the heading. The inertia of 
large mass antennas will cause them to pass 
the desired heading and setting this 
adjustment will help by turning off the 
motor and let the antenna coast to the 
desired spot. This will have to be tried 
experimentally to find the best setting for 
your antenna. This in conjunction with the 
Brake Delay will set the required time to 
insure the antenna has stopped before 
locking down the desired heading. 


CALLSIGN is used to set up the call sign 
display on the screen if desired. Select the 
menu function then enter the characters by 
turning the Heading Set knob to the desired 
character then press the knob in to allow 
selection of the next character. Once all the 
characters have been entered press the knob 
again to exit the mode. 


NORTHSTOP In some cases you may want 
your antenna centered toward the south with 
the stops at the north. If this is the case put 
up the antenna pointed to the south, and 


once installed and ready, select this function 
and turn the Heading Set knob to select YES 
then press the knob in. 


SLEEP DELAY is used to put the control 
into a sleep mode where the LCD back light 
turns off and the microprocessor goes into a 
low power state. It will wake back up with 
the press of any button or any command on 
the COM port. Selecting this menu will 
allow you to set the time from 0 to 240 in 
minutes. 0 is always on. When the unit goes 
to sleep the back light will turn off. Pushing 
any button, turning the Heading Set, or a 
computer command will wake it up. 


REVERSE LCD changes the characters 
and background from dark blue background 
and white letters to a white background and 
dark letters as viewed from straight on. 
When viewed from a side angle or above the 
display at the display viewing limits, the 
characters in normal mode may look dark 
with a light background. To select the 
reverse mode select this menu item then turn 
the Heading Set knob to say YES for reverse 
or NO for normal then press the knob to 
select. 


CONTRAST adjusts the contrast for best 
viewing. To adjust select this menu item and 
turn the heading control for best contrast. 
The range is | to 32 with a setting around 20 
as best depending on the display batch 
received. 
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Manual Operation 


MANUAL ROTATION This mode is like 
the simpler controllers where pressing the 
LEFT or the RIGHT button will cause the 
rotator to move to the left/CCW or the 
right/CW. The brake will disengage and stay 
disengaged for the delay time after the 
release of the LEFT or RIGHT buttons. 


HEADING SET This mode you can dial in 
the desired heading with the HEADING 
SET knob then pressing the ROTATE 
button. The antenna will rotate to the 
selected heading and then stop. The rotator 
will normally stop within about 2 degrees of 
the desired heading once the COAST SET is 
set correctly. Fine tuning of the heading can 
be made with the manual buttons if desired. 
Holding in the ROTATE button for more 
than 2 seconds will set the reverse heading. 


MEMORY STORAGE To store headings 
in memory rotate the antenna to the desired 
heading then hold the PROGRAM 
MEMORY button M1 to M6 in till the 
display shows “PROG” above the Local 
Heading 


Computer Operation 


The DCU-3 may be controlled from your 
computer via an RS-232 cable connection or 
a USB connection and can use either but not 
both at the same time. To select which one 
to use tale the top cover off of the DCU-3 
and on the back of the main board is a 
jumper on a 3 pin header. For RS-232 put 
the jumper between the center and the R side 
pin. For USB put the jumper between the 
center pin and the U side pin. 


RS-232 


The rear panel has two (2) RS-232 
connectors. The connector marked "INPUT” 
is a DB9 female connector and should be 
directly connected to the host computer. Do 


not use a null-modem connection. The 
connector marked "OUTPUT" is a DB9 
male connector and can be connected to 
other ham equipment such as a modem, 
TNC, or radio interface unit. The cable 
which is attached to the computer and to the 
DCU-3 should have a DB9 male connector 
at one end and either a DB9 female or DB25 
female connector at the other end. The 
connections should be straight through, e.g. 
pin | to pin 1, pin 2 to pin 2, etc if both ends 
have 9 pin connectors. If a DB25 female 
connector is used to attach to the computer's 
COM1 or COM2 port, use the wiring guide 
shown in Figure 5. You may also purchase a 
pre - assembled cable from Hy-Gain to 
connect your computer to the DCU-3. Order 


either DCU-9P or DCU-35P_ cable 
assemblies. 
USB 


For USB communications plug a USB cable 
with the proper connector to the DCU-3 and 
then the other end into the computer USB 
port. First time installation may require 
installation of drivers for the USB IC. 
Windows 7 should automatically find the 
drivers for you otherwise these can be found 
at the USB Chip manufacturer’s web site: 
http://www.ftdichip.com/Drivers/VCP.htm. 

Choose the operating system and download 
the drivers. Follow the instructions that are 
included on the web page: 
http://www.ftdichip.com/Support/Document 
s/InstallGuides.htm for your operating 
system. Once the drivers are installed and 
the hardware is installed and ready to use 
you can then control the DCU-3 with any of 
the software available that will control the 
DCU-1. The DCU-1 DCU-2 and DCU-3 use 
the same command set. The USB chip is 
powered from the USB port so the port used 
must be able to supply power. 
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Signal Name na DB25 PIN 

DCD Data Carrier Detect 1 8 
RD Receive Data 2 3 
TX Transmit Data 3 2 
DTR Data Terminal Ready 4 20 
GND Signal Gnd 5 y 
DSR Data Set Ready 6 

RTS Request To Send 2 4 
CTS Clear To Send 8 

RI Ring Indicator 9 22, 


Figure 5 RS-232 Wiring Guide 


Software Control 


Follow the instructions for the software 
package that you use to control the rotator 
for setup and operation. For example in Ham 
Radio Deluxe the Rotator control module 
asks for the Controller Type and the COM 
Port number. Other software vendors may 
also include the ability to directly control the 
DCU-3 from within a logging or rig control 
program. Use the DCU-1 (or DCU-3 if in 
the list) and look for the COM port that the 
DCU-3 is plugged into. For RS-232 you 
should have a list of COM 1-4 (or more) 


depending on what is installed in the 
computer and you would choose the one that 
the DCU-3 is plugged into. For USB you 
should have the COM 1-4 list and then a 
higher number COM list of the devices 
plugged into the computer that act as virtual 
com ports. Choose the one that the DCU-3 is 
connected to. If you unplug the DCU-3 the 
USB com port should no longer be 
available. If you have chosen the correct 
com port then when instructed by the 
software the rotator should respond to the 
commands. If not then try one of the other 
com ports. 
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COMMAND SET 
There are 2 commands the DCU-3 is 


looking for that are sent as ASCII 
characters. 

Command: Result: 

APT eet: 

AM1; Starts Rotation to Target Bearing 


Sets Target Bearing in DCU-3 (***is a three digit number between 000 and 359) 


Figure 6 Command Set 


The COM port should be used at 4800 baud 
with no parity, 8 data bits, 1 stop bit and 
ASCII mode. This is usually shown as 
"4800,N,8, 1". 


After a command is sent to the DCU-3, all 
other motor and brake operation is 


automatic. There are no provisions at this 
time to send current bearing information 
back to the computer. 


You may wish to check with our Customer 
Service Dept. from time to time in order to 
obtain the latest firmware upgrades. 
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Troubleshooting 


CAUTION: 
his unit has been thoroughly tested and 
ycled before shipment. Follow the 


onnector wiring carefully between the 
rotator and the DCU-3 control box. Pin #1 
must attach to Pin #1, etc... Incorrect 


wiring will burn out the rotator poten- 
tiometer and void the warranty. 


The DCU-3 control unit is designed to be 
used ONLY with Hy-Gain HAM-IV (type) 
and T2X rotator systems. Do not try to 
use this control on other systems. 


Wiring 

Most operational difficulties with rotators 
are traceable to broken, shorted, grounded or 
miswired control cables. Time spent on 
assembling, routing and protecting the 
control cable will lead to a long trouble-free 
rotator life. 


Unintentional grounds on cable leads can 
burn out the line fuse in the DCU-3 control 
box or burn out the potentiometer in the 
rotator. If pin #3 is grounded, the heading 
will be wrong and possibly not rotate in the 
proper direction. Note also that any grounds 
may put an overload on the power 
transformer which could cause the line fuse 
to blow. 


Antenna Motion 


A slight amount of "play" is built into the 
rotator to avoid binding due to en- 
vironmental changes. 


If the antenna actually rotates in high winds, 
this is usually just the mast slipping in the 
rotator or the antenna slipping on the mast. 
For large antennas, it is often necessary to 
drill a 5/16" hole through the rotator 
clamping plate and mast and pin them 
together with the bolt provided. Also, if 
possible, pin the antenna to the mast with 
appropriate hardware. If slipping is 
suspected, return the rotator to an end of 


rotation limit and visually check antenna 
alignment. 


Lack of Power 


If the antenna rotation is slow or sluggish or 
hard to start, check for proper voltages on 
pins #2,5, and 6. (See Table 4) If the 
voltages are correct, the 130 - 156 MFD 
capacitor may be old. If your unit is more 
than 5 years old, try replacing this capacitor. 
Also, if your cable run is over 200 feet, 
make sure that you are using the proper wire 
size. See Table 2. For cable runs over 300 
feet, you may wish to move the motor 
capacitor to the tower. This allows you to 
run only 6 wires from the control to the 
rotator, so that you can reduce wire 
resistance by doubling up wires or using 
fewer, heavier wires. 


If the electrical circuit is working, then 
check for mechanical problems. Look for 
mast binding or thrust bearing misalignment 
if you have experienced strong winds 
recently. If the temperature is less than -30 
deg. F ( -34 deg. C ), the rotator will be very 
sluggish or may not run at all! This is 
normal. Do not try to rotate with the DCU-3 
control if temperatures are below -30 deg. F! 
Older models of HAM-M, 11, 111, IV and 
T2X rotators may be very sluggish at 
temperatures less than 0 degrees F. 
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Problem 


Antenna Bearing doesn't 
match display 


Current Bearing changes 
randomly or does not change 
at all 


Antenna Bearing changes by 
itself 


Current Bearing changes +/- 
less than 3 degrees 


Rotator unable to reach target 
bearing 


Rotator slow to reach target 
bearing 


Possible Cause 
Mast slipped in rotator clamp 
Antenna slipped on mast 
DCU-3 Calibration not performed 
Potentiometer broken or burned-up 
Shorts or opens in control cable 
Extremely high RF field near rotator 
DCU-3 MPU or A/D failure 
Tower or DCU-3 not grounded 
Brake wedge failure 
DCU-3 MPU failure 
Antenna rocking in high winds 
Potentiometer dirty or poor connection 
High RF field near rotator 
Long (200') control cable 
Temperature less than -30 degrees F 
Broken teeth in gears 
Shorts or opens in control cable 
Thermal cut-out in power transformer 
Mast binding in tower 
Old motor-start capacitor 
High winds, high wind area 
Control cable wire size too small 
DCU-3 MPU failure 
Temperature between -30 and 0 
degrees F 
Broken teeth in gears 
Mast binding in tower 
Old motor-start capacitor 
High winds, high wind area 


Table 4 Trouble Shooting Suggestions 
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Checking the Control Unit Voltages 


To check the control unit voltages, first 
remove the rotator control cable from the 
DCU-3 control box, then plug the line cord 
into a 120 VAC outlet. Set the target bearing 


at least 10 degrees from the current bearing. 
Press "ROTATE" to check the voltages on 
pins 2, 5, and 6. Check for the following 
voltages on the 8 pin connector: 


0 to 4.5VDC 


Press "ROTATE" (see note) 


30 VA C (for CW rotation to target) 
30 VA C (for CCW rotation to target) 


+ 8.0 to +9.0 VDC (with Rotator Cable 


0 to 4.5VDC With Rotator Cable connected, 
depending on Rotator Position 


30 VAC 


disconnected) 


Table 5 Voltage Readings 


NOTE: 


You have 8 seconds after pressing 
"ROTATE" to make each measurement. 


The DCU-3 checks for movement, and 


stops trying to rotate. You may wish to 
make your meter connections with 
alligator clips, then press "ROTATE" 


after 8 seconds without movement, it 


Checking the Rotator Resistances 


You may possibly avoid bringing the rotator 
down from the tower by making electrical 
resistance checks on the control cable. 
Disconnect the control cable from the 
control box. Check for the following 


resistances. 

Description Pin #'s 
Brake Solenoid 1-2 
1/2 Motor Winding 1-8 
1/2 Motor Winding 1-4 
1/2 Motor Winding + switch 1-6 
Entire Motor 4-8 
Right Limit Switch 5-8 
Left Limit Switch 4-6 
Entire Pot 3-7 
Pot Arm to + End 1-3 
Pot Arm to - End 1-7 


when you are ready to read the meter. 


Approximate Resistance (ohms) 
0.75 + cable resistance 
2.5 +cable resistance 
2.5 +cable resistance 
2.5 +cable resistance 
4.5 + cable resistance 
0 +cable resistance 
0 + cable resistance 
500 + cable resistance 
0 to 500 (0 at full CCW) 
0 to 500 ( 500 at full CCW) 


Version 2 


DCU-3 Digital Antenna Rotator Controller 


Table 6 Rotator Resistance Readings 


Heading Notes 


Reading and control near the stops may not 
always go to the exact location instructed. 
Normally the antenna will stop within 5 
degrees of the programmed heading. Near 
the right stop the measured voltage is very 


low and noise and high AC hum interfere 
with the readings. Headings between 180 
and 200 degrees and between 180 and 160 
degrees off of the right stop may be difficult 
to reach with automatic control. 
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Figure 9 RDCU-3 Main PCB Schematic 
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Table 7 Chassis Parts 


Part Num Value 
500160 10-24X5/8 SS Screw 
520057 6-32X3/8 Black type F 
551153 10-24 wing nut SS 
554071 10-24 SS NUT 
556990 8-32 SS NUT 
640076 8 pin Female Jones Connector 
667621 #10 ring lug crimp on 
671673 Spade lug crimp on 
1073301 MAIN transformer 120V (for 120VAC units only) 
1073501 MAIN transformer 240V (optional for 240VAC units only) 
5017702 Meter Transformer 
5104700 #8 EXT TOOTH Lock Washer 
270-6220-1 220uF 25V capacitor 
610-5020 Power Connector 


654-0187 4-40X3/16 screw 

654-0250 4-40X1/4 screw 

654-0500-CP | 4-40X1/2 SS Flat Head Screw 
654-0500S 4-40X1/2 SS screw 

656-0250S 6-32X1/4 SS screws 
705-0440S-K_ | 4-40 KEP NUT 

705-0632S-K | 6-32 KEP Nut 

711-1037-EX | #10 EXT TOOTH Lock Washer 
716B-0250 4-40 X 1/4 hex threaded spacers 
716B-0250 4-40X1/4 hex threaded spacers 
716B-0500 4-40 X 1/2 hex threaded spacers 


5151501 130 uF Motor Run Capacitor 
745-2149 white tie wraps 

745-2158B black tie wraps 

755-2148 Fuse Holder 


760-0033 Knob 

770-6014 Grommet 
782-DCU3 Front Panel Decal 
800-DCU2 Chassis 
802-DCU3 Front Panel 
803-DCU2 Back Panel 


pee ee ee] ee ep re REP Res RPM Oy Re PRI BRIL BRED] NY] OlNY BRED] BR] OO] Rey ey BRP Rey Rey ReLhM] Gy] | BR] e]-] 00 


5086100 Power Cord (120VAC) 

5079800 Power Cord (optional 240V AC) 

755-0103 3A 250V Fast Blow AGC-3 (120VAC) 
755-0101 1A 250V Fast Blow AGC-1 (optional 240VAC) 
810-8800 Top Cover 

810-8801 Bottom Cover 


Quantity 
1 
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Table 8 Printed Circuit Board Parts 


Part Num Value Parts Qty 
200S-4470-1 4.7uF ce Ree GCA 6 
200S-1100 0.001uF Cll 1 
200S-0100 100pF C12, C39, C40 3 
270S-6100-2 100uF 50V C13 1 

C2, C5, C9, C15, C17, 

C20, C22, C33, C35, 
200S-3100 0.1uF C37, C38, C41, C42, LS 

C46, C47 
200S-4100 luF C28, C29, C30, C31, C32 =) 

C3, C8, C10, C14, C18, 
200S-2100 0.01uF C19, C23, C24, C36, 11 

C43, C44 
200S-3100 0.01uF C34 1 
270S-6100 100uF C4, C6, C7, C16 4 
300S-4007 CMR1-10 D1, D2, D3, D4 4 
300S-0914 CMPD914 D5, D7, D8, D9, DIO 5, 
3018-0036 SACB36 D6 1 
401S-5100 FT BEAD FB1, FB2 2 
612-0102 TEST POT pin header Jl 1 
610-3109 MO9HP DB-25 J10 1 
612-0102 TEST XFMR pin header J2 1 
612S-5030 FCI-62674-30 J3 1 
612-0225 ISP pin header J6 1 
612-0103 R/U Selector pin header J7 1 
610-3009 FO9HP DB-25 J8 1 
601-8201 USB-B Jack J9 1 
408-1214 SJ-S-112D-SM K1, K2, K3, K4 4 
412-6131-PW 82114R Ll 1 
401S-6100-2 ELL6UH102M L2 1 
351-5005 Green LED1 1 
351-5002 Red LED2, LED4 2 
351-5004 Yellow LED3 1 
356-08 16-SM LTV-816S OP1 1 
305-3904-SM MMBT3904 Ql, Q2, Q3, Q4 4 

R1, R4, R5, R8, R12, 
peer os R16, R19, R27, R34 
100S-3150 1.5K R11 1 
100S-5220 220K R13, R14 2 
100S-3820 8.2K R17 1 
100S-3680 6.8K R18 1 
104-2560 560 2W R2 1 
100S-4150 15K R20 1 
100S-7100 10M R21 1 
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100S-2150 150 R22 1 
100S-3200 2K R23, R26, R35, R36 4 
100S-3200 2K R24, R31, R33 3 
100S-5100 100K R25, R39, R40, R41 4 
100S-2200 200 R28, R29 2 
100S-2200 100 R3, R32 2 
100S-4220 22K R37, R38 pi 
1008-4100 10K R6, R7, R10, R15, R30, 6 
R42 
105-1510W 50 ohm 5W R9 1 
504-2022 PB-L Sl 1 
$2, $3, S4, S6, S7, S8, 

504-2022M PB-M 59, $10, S11 9 
580-0023 EC162101 S5 1 
3048-12250 V12MLA0805LN TV1, TV2, TV3 3 
307S-78L05 7T8LOS5SMD Ul 1 
307-7812 LM7812 U2 1 
307S-78L08 7T8LO8SMD U3 1 
324-0393-SM LM393D U4 1 
325-0202-SM MAX202CSE U5 1 
328-0168-SM Megal68 U6 1 
325-0232RL-SM FT232RL U7 1 
354-51320 F-51320GNBJ-LW-AEN LCDI 1 
862-DCU3 PC Board 1 
760-2059 White PB cap 8 
760-2052 Red PB Cap 2 
750-0220 TO220 Heatsink 

654-0250 4-40X1/4 Screw if 
705-0440 4-40 nut 1 
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How to Get Factory Service 


If service is required, the unit must be packed and sent prepaid to: 


hu-gain. 
308 Industrial Park Rd. 


Starkville, MS 39759 USA 
Ph: (662) 323-9538 FAX: (662) 323-6551 


For units that are in warranty, no charges 
will be made for any repair work required. 
For out-of-warranty units, call the Warranty 
Service Department for prices 

The price includes rebuilding the unit, 
replacing all defective and/or worn parts, 
and return freight charges. 
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Hy-Gain reserves the right to change prices 
at its option. When returning items for 
repair, a check or money order for the repair 
charges must be included. Be sure to include 
your name, address, zip code, and telephone 
number. Also, give a brief description of the 
problem. 
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